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Abstract: GNSS (Global Navigation Satellite Systems), in particular GPS (Global 

Positioning System), has been developed for deformation monitoring for twenty years or so.  

In addition, GPS has been used over the past decade to monitor the deflections of structures, 

notably large suspension bridges.  Over time, the GPS receivers available have improved 

resolution and increased data rates.  The resolution of the carrier phase observable is now 

typically 1mm or less, and the data can be gathered at up to 100 Hz.  Furthermore, the 

research conducted in this field has investigated the mitigation of multipath through Adaptive 

Filtering techniques.  The following paper discusses the deflection monitoring trials 

undertaken on the Forth Road Bridge in Scotland.  The Bridge consists of 3 spans of dual 

carriageway, the main one being 1,005 m long, and the Bridge having an overall length of 

approximately 2.5 km.  The Bridge itself is a very busy Bridge; its traffic loading when built 

in 1964 was 4 million vehicles per year, in 2002 it was 23 million.  In addition, in 1964 the 

heaviest commercial vehicle weighed 24 tonnes, today it is 44 tonnes.  It is evident that the 

Bridge’s loading is far in excess of that when it was built.  46 hours of GPS code/carrier data 

were gathered upon the bridge at 7 locations; 5 on the deck and two on the southern tower.  

The GPS receivers comprised of Leica GPS1200, SR530 and SR510 (dual and single 

frequency receivers).The data was processed in an On The Fly (OTF) manner relative to the 

reference receiver located adjacent to the Bridge.  Adaptive Filtering was used to mitigate 

multipath.  During the trials, the traffic was halted at intermittent periods and the wind speed 

also monitored.  In addition, traffic flow was monitored through video recording, or by 

conducting controlled trials with only specific pre-weighed traffic travelling over the Bridge.  

The results illustrate the magnitude and frequency of the deflections and are compared to the 

Finite Element Model (FEM) of the Bridge.  In addition, the results were analysed to 

determine whether the GPS technique could well be used to assess the loading on the Bridge.   

1. Introduction 

During the period from the 8th to the 10th February 2005, staff from the IESSG at the 

University of Nottingham and from the School of Engineering and Design, Brunel University 

West London gathered data from GPS receivers located upon the Forth Road Bridge in 

Scotland.  This was conducted as part of a feasibility study, investigating the use of GPS to 

establish the magnitude and frequencies of the Bridge’s deflections both in the vertical and 

plan components.  
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Trials were conducted at 7 locations upon the Forth Road Bridge, over a 46 hour period 

starting at 11am on the 8th February 2005.  The Bridge’s GPS receivers were coordinated 

relative to two reference receivers located adjacent to the Bridge, on the southern end viewing 

platform.  In addition to which, data from nearby Ordnance Survey’s Active Station Network 

were downloaded at a rate of 1Hz for future processing.  The Bridge is orientated in an almost 

north-south direction.  The GPS receivers upon the Bridge were located at the east side mid 

span, quarter span, 3/4 span and 3/8 span, as well as the west side mid span and the top of the 

two southern towers. 

The paper illustrates the technique, but analyses only a small portion of the vast amount of 

data gathered during the trials.  However, this subset of data is sufficient to demonstrate the 

accuracy and repeatability of the procedure. 

During the majority of the trials, normal traffic loading was experienced.  In addition, a 

weather station was used to gather ambient temperature, relative humidity, atmospheric 

pressure, wind speed and direction all at a 15 second epoch interval.  During the trials a 100-

tonne lorry passed over the Bridge and also two 40-tonne lorries were hired to pass over the 

Bridge, whilst shut to other traffic, on the second night.  During these trials, the 40-tonne 

lorries passed over the Bridge on a number of manoeuvres and had GPS receivers located 

upon them as to synchronise their position with the Bridge’s movements. 

The results illustrate that it is possible to measure 3D displacements of the Bridge to 

millimetre precision.  The frequencies of the Bridge that were estimated during the trials were 

compared to the FEM. 

The trials were carried out in a post processed manner, i.e. the data were gathered and then 

processed after the event.  However, real time processing is possible, but establishing the real 

time communications was beyond the scope of this feasibility trial. 

2. Background to the Work 

The use of GPS to monitor the deflections of large bridges, notably suspension brides, is an 

area of research that has been ongoing between the University of Nottingham and Brunel 

University for about a decade [1, 2, 3 and 4].  This work has evolved in both the analysis of 

the GPS data to include multipath mitigation [5], using the internet to transfer GPS data [6] as 

well as the GPS processing itself, both using single and dual frequency code/carrier data from 

survey grade GPS receivers [7].  

Further to this, the GPS results have been successfully compared to computer models, 

including Finite Element Models of the structures [4].   

To date, four Bridges have been used as test beds; these include the Humber Bridge located 

near Hull in the North East of England, the London Millennium Bridge, and the Wilford 

suspension bridge in Nottingham and now the Forth Road Bridge in Scotland. 

The Humber Bridge was the first bridge to be used by the group in such trials.  In 1996, 

Brunel University was commissioned by the Humber Bridge Board to create a FEM of the 

bridge.  Following this, the group at the University of Nottingham carried out initial Bridge 

Monitoring trials on the Bridge, whose data was then compared to the FEM.  This then led to 

further trials and comparisons over the next decade.   
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3. The Forth Road Bridge 

The Forth Road Bridge was opened in 1964, during which it was the longest suspended bridge 

outside of the USA.  The Forth Road Bridge has an overall length of 2.5 km, a main span 

length of 1,005m.  Traffic has steadily increased over this bridge, from 4 million vehicles in 

1964 to over 23 million in 2002.  In addition, the heaviest commercial vehicles weighed 24 

tonnes; the current limit is 44 tonnes.  When the bridge opened, it brought to an end an 800 

year history of ferry-boat service across the river at Queensferry.   
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Figure 1. GPS location of the GPS antennas on the Forth road bridge    

4. Forth Road Bridge GPS Survey 

The data gathering trials were conducted over a nearly continuous 46 hour period from 11am 

on the 8 February 2005 to 9am on the 10 February 2005.  For the whole period, 7 GPS 

receivers were located upon the bridge, as illustrated in Figure 1, and two reference GPS 

receivers were located on the viewing platform adjacent to the FETA building, Figure 2.  The 

GPS receivers gathered data at a data rate of 10Hz.  In addition, an Aplanix INS was located 

adjacent to point E [8].  The layout of the GPS was such that an antenna was located at each 

of the east side mid span, 1/4 span, 3/4 span and 3/8 span as well as the west side mid span 

and on top of the two southern towers.  Table 1 illustrates the antenna and GPS receiver type 

located at each point. 

 

Figure 2. The two reference GPS receivers 
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Location Receiver Type Antenna Type Location 

B  Leica SR530  AT503 E 1/4 span 

C  Leica SR530  AT503 E 3/8 span 

D  Leica SR530  AT503 E 1/2 span 

E  POS RS  NovAtel600 E 3/4 span 

F  Leica GX1230  AT504 W 1/2 span 

A1  Leica SR530  AT504 Tower E 

A2  Leica SR510  AT501 Tower W 

R1  Leica SR530  AT503 Reference 

R2  Leica SR530  AT503 Reference 

Table 1, Antenna and Receiver Types 

Clamps were fabricated by FETA to allow the GPS antennas to be attached to the Bridge’s 

handrail, but constructed in such a way as not to pose a danger to passing people either on 

foot or cycling.  Figure 3 illustrated a Leica Choke Ring antenna attached to the Bridge’s 

handrail.  

 

Figure 3. A Leica AT504 choke ring antenna clamped onto the bridge’s handrail 

In addition, FETA provided an electrical socket at each location, which made the trials much 

easier to carry out. The GPS data were recorded onto internal data cards in the GPS receivers, 

and all simultaneously downloaded every 12 hours or so.  In all, 11 University of Nottingham 

and Brunel University staff were involved in addition to the FETA staff, taking shifts being 

on the bridge; staff presence was necessary for security and not technical reasons.  The raw 

GPS data were gathered at a rate of 10Hz, and due to the high resolution of the GPS carrier 

phase data used the precision of the 3D results are millimetres in level.  Once gathered, the 

GPS data were then processed using a technique known as “On-The-Fly” (OTF) kinematic 

processing, resulting in data files that consisted of coordinates in the WGS84 coordinate 

system, with corresponding intervals of 0.1 seconds.  Subsequently, the resulting 3D 

coordinates were transformed into Bridge coordinate.    In all, approximately 11 ½ million 

coordinates resulted from the post processed OTF data.  This was conducted in order to allow 

the resulting movements to correspond with the orientation of the Bridge.  The orientation of 

the Bridge was calculated from the bearing of the GPS antennas located along the Bridge.  

This is a large amount of data, and initial analysis has focused on specific occurrences. 
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In addition, an Omni Instrument weather station was located adjacent to the west side GPS 

receiver, gathering air temperature, pressure, relative humidity and wind speed and direction 

every 15 seconds.  

5. Results 

Some of the initial results are presented in this paper.  Figures 4, 5 and 6 illustrate the height, 

longitudinal and lateral displacements of the Bridge over the whole 46 hour period for site F. 
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Figure 4, Height Deflections of Bridge site F over the 46 hour trial 
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Figure 5, Longitudinal Deflections of Bridge site F over the 46 hour trial. 
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Figure 6, Lateral Deflections of Bridge site F over the 46 hour trial. 

It can be seen from these figures alone that the Bridge moves by an order of decimetres, and 

during the second night the lateral deflections were generally large.  Wind speeds approaching 

60 mph were measured. 
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